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Inserts for Han-Yellock® 10
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Series Han® 3 A Han® 3 A Quick Lock Han® 3 A Quick Lock Han® 4 A

Number of contacts

Termination Screw terminal Quick Lock termination Quick Lock termination Screw terminal

Rated current
Rated voltage
Wire gauge

10 A
230 / 400 V
0.75 ... 1.5 mm²

10 A
230 / 400 V

0.5 ... 2.5 mm²

10 A
230 / 400 V

0.25 ... 1.5 mm²

10 A
230 / 400 V
0.75 ... 1.5 mm²

Male insert (M) 09 20 003 2611 09 20 003 2633 09 20 003 2634 09 20 004 2611

Female insert (F) 09 20 003 2711 09 20 003 2733 09 20 003 2734 09 20 004 2711

Series Han® 4 A Quick Lock Han® 4 A Quick Lock Han® 8 D Han® 8 D Quick Lock

Number of contacts

Termination Quick Lock termination Quick Lock termination Crimp terminal Quick Lock termination

Rated current
Rated voltage
Wire gauge

10 A
230 / 400 V

0.5 ... 2.5 mm²

10 A
230 / 400 V

0.25 ... 1.5 mm²

10 A
∼ 50 V / – 120 V
0.14 ... 2.5 mm²

10 A
∼ 50 V / – 120 V
0.25 ... 1.5 mm²

Male insert (M) 09 20 004 2633 09 20 004 2634 09 36 008 3001 09 36 008 2632

Female insert (F) 09 20 004 2733 09 20 004 2734 09 36 008 3101 09 36 008 2732

Series Han® Q 2/0 Han® Q 2/0 Han® Q 2/0 Han® Q 2/0

Number of contacts

Termination Axial screw terminal Axial screw terminal Crimp terminal Axial screw terminal

Rated current
Rated voltage
Wire gauge

40 A
400 V

2.5 ... 6 mm²

40 A
400 V

4 ... 10 mm²

40 A
400 V

1.5 ... 10 mm²

40 A
830 V

2.5 ... 6 mm²

Male insert (M) 09 12 002 2653 09 12 002 2651 09 12 002 3051 09 12 002 2654

Female insert (F) 09 12 002 2753 09 12 002 2751 09 12 002 3151 09 12 002 2754

By using in Han-Yellock® 10 hoods/housings the seal on the insert has to be removed.


